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Fiber Optic Cable, Indoor/Outdoor Zero Halogen, Dual listed, Distribution 
Cable

Indoor/outdoor cables are tough enough for outdoor use while also being listed for indoor use
Superior mechanical and optical performance with unmatched stability and quality

Product Classification
Regional Availability Asia    |   Australia/New Zealand    |   EMEA    |   Latin America    |   North America

Portfolio CommScope®

Product Type Fiber indoor/outdoor cable

Product Series Z-DS

General Specifications
Cable Type Distribution

Construction Type Non-armored

Jacket Color Black

Jacket Marking Custom printing    |   Feet    |   Meters

Subunit Type Gel-free

Ordering Tree



Z-DS

©2022 CommScope, Inc. All rights reserved. All trademarks identified by ® or ™ are registered trademarks,
respectively, of CommScope. All specifications are subject to change without notice. See www.commscope.com for the
most current information. Revised: February 1, 2022

Page  of 2 4

Representative Image



Z-DS

©2022 CommScope, Inc. All rights reserved. All trademarks identified by ® or ™ are registered trademarks,
respectively, of CommScope. All specifications are subject to change without notice. See www.commscope.com for the
most current information. Revised: February 1, 2022

Page  of 3 4

Mechanical Specifications
Compression 22 N/mm   |   125.623 lb/in

Compression Test Method FOTP-41    |   IEC 60794-1 E3

Flex 100 cycles

Flex Test Method FOTP-104    |   IEC 60794-1 E6

Impact 5.88 N-m   |   52.042 in lb

Impact Test Method FOTP-25    |   IEC 60794-1 E4

Strain See long and short term tensile loads

Strain Test Method FOTP-33    |   IEC 60794-1 E1

Twist 10 cycles

Twist Test Method FOTP-85    |   IEC 60794-1 E7

Environmental Specifications
Installation temperature -30 °C to +60 °C (-22 °F to +140 °F)

Operating Temperature -40 °C to +70 °C (-40 °F to +158 °F)

Storage Temperature -40 °C to +75 °C (-40 °F to +167 °F)

Cable Qualification Standards ANSI/ICEA S-104-696    |   EN 187105    |   Telcordia GR-20 (water penetration)    |   Telcordia 
GR-409

Environmental Space Low Smoke Zero Halogen (LSZH)    |   Riser

Flame Test Listing NEC OFNR-ST1 (ETL) and c(ETL)

Flame Test Method IEC 60332-3    |   IEC 60754-2    |   IEC 61034-2    |   IEEE 383    |   UL 1666    |   UL 1685

Jacket UV Resistance UV stabilized

Water Penentration 24 h

Water Penentration Test Method FOTP-82    |   IEC 60794-1 F5

Environmental Test Specifications
Cable Freeze Test Method IEC 60794-1 F15

Heat Age -40 °C to +85 °C (-40 °F to +185 °F)

Heat Age Test Method IEC 60794-1 F9

Low High Bend -40 °C to +70 °C (-40 °F to +158 °F)

Low High Bend Test Method FOTP-37    |   IEC 60794-1 E11

Temperature Cycle -40 °C to +70 °C (-40 °F to +158 °F)

Temperature Cycle Test Method FOTP-3    |   IEC 60794-1 F1
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* Footnotes
Operating Temperature Specification applicable to non-terminated bulk fiber cable


